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SAFETY RELIEF VALVES
SEBIM INSTALLATION (s

EDLA AND MAINTENANCE INSTRUCTIONS

| - VALVE DISMANTELING

VALVES & CONTROLS

VERY IMPORTANT : Before dismanteling a safety valve on a pipe circuit or tank, it is essential to check that no
pressure exists, by purging the system. A pressure gauge reading is not a sufficient check of absence of residual

pressure.

- Afterdismantling, check the state of seats (disc/nozzle) and eventually procesd to lapping
Clean, degrease, dry all parts with appropriate sclvent.

- Usethe appropriate torque value particularly for special gaskets.

1.2-ValvesType 6600/9/14-15

1) Unscrew nuts (20 Remove cap (3) (+ if necessary Nut {49))
2} Mark adjusting bolt (17) Loosen lock-nut (18) and adjusting boit (17) to relax the spring
3} Remove nuts (13) and bonnet (2)
4} Remaove spring (15) and spring washers (16) (+if necessary bearing 34-32)
) Remove spindle (11), ball (10), guide (9), + piston (8), +disc (5) (+ if necessary bellows (60) + piston rings (37))
6) Separate guide (9) (careful with piston rings (37) if present.) Check the seats.
7) Iflapping is necessary :
7.1) Maintain (8) vertically and unscrew disc (5)
7.2) Loosen nozzle ring screw (7). Note position of the ring () then unscrew
7.3) Invertvalve body (1) and dismantle nozzle (4) using drift.
7.4) Proceedto lapping.
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